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�
BIMETAL THERMOMETERS 

ADJUSTABLE ANGLE�
�

WSS-W CORE EXTRACTABLE PROTECTIVE 
BIMETAL T HERMOMETER 
 
Dial Diameter of 2.4” (60 mm) 
Thread  M16x1.5 
WSS-381W: removable outside thread 
WSS-382W: removable inside thread 
WSS-383W: fixed thread 
Flange 
WSS-384W: flange, please identify 
 
Dial Diameter of 3.9” (100 mm) 
Thread M27x2 
WSS-481W:  removable outside thread 
WSS-482W:  removable inside thread 
WSS-483W:  fixed thread 
Flange 
WSS-484W:  flange, please identify 
 
Dial Diameter of  5.9” (150 mm) 
Thread M27x2 
WSS-581W:  removable outside thread 
WSS-582W:  removable inside thread 
WSS-583W:  fixed thread 
Flange 
WSS-584W:  flange, please identify 
 

 
 
 
 
 
 

 

 

 
WSS-Y OIL-FILLE D CORE EXTRACTABLE PROTECTIVE BIMETAL T HERMOMETER 

 
 
Dial Diameter of 2.4” (60 mm)  
Thread  M16x1.5 
WSS-381Y: removable outside thread 
WSS-382Y: removable inside thread 
WSS-383Y: fixed thread 
Flange 
WSS-384Y: flange, please identify 
 
Dial Diameter of 3.9” (100 mm)  
Thread M27x2 
WSS-481Y:  removable outside thread 
WSS-482Y:  removable inside thread 
WSS-483Y:  fixed thread 
Flange 
WSS-484Y:  flange, please identify 

 
Dial Diameter of  5.9” (150 mm)  
Thread M27x2 
WSS-581Y:  removable outside thread 
WSS-582Y:  removable inside thread 
WSS-583Y:  fixed thread 
Flange 
WSS-584Y:  flange, please identify 
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BIMETAL THERMOMETERS 

ADJUSTABLE ANGLE�
�

WSSP-W CORE EXTRACTABLE BIMETAL 
RTD INTEGRALT HERMOMETER 
 
Dial Diameter of 2.4º (60 mm)  
Thread  M16x1.5 
WSSP-381W: removable outside thread 
WSSP-382W: removable inside thread 
WSSP-383W: fixed thread 
Flange 
WSSP-384W: flange, please identify 
 
Dial Diameter of 3.9º (100 mm)  
Thread M27x2 
WSSP-481W:  removable outside thread 
WSSP-482W:  removable inside thread 
WSSP-483W:  fixed thread 
Flange 
WSSP-484W:  flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSP-581W:  removable outside thread 
WSSP-582W:  removable inside thread 
WSSP-583W:  fixed thread 
Flange 
WSSP-584W:  flange, please identify 
  
 

WSSK(E)Z -W CORE EXTRACTABLE BIMETAL T HERMOCOUPLE INTEGRAL 
THERMOMETER 

K:  With K styled sheathed thermocouple NiCr-NiSi 
E:   With E styled sheathed thermocouple NiCr-NiCu 
 
Dial Diameter of 2.4º (60 mm)  
Thread  M16x1.5 
WSSK(E) -381W: removable outside thread 
WSSK(E) -382W: removable inside thread 
WSSK(E) -383W: fixed thread 
Flange 
WSSK(E)-384W: flange, please identify 
 

Dial Diameter of 3.9º (100 mm)  
Thread M27x2 
WSSK(E)-481W:  removable outside thread 
WSSK(E)-482W:  removable inside thread 
WSSK(E)-483W:  fixed thread Flange 
WSSK(E)-484W:  flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSK(E)-581W:  removable outside thread 
WSSK(E)-582W:  removable inside thread 
WSSK(E)-583W:  fixed thread 
Flange 
WSSK(E)-584W:  flange, please identify 
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BIMETAL THERMOMETER WITH TEMPERATURE TRANSMITTERS 
ADJUSTABLE ANGLE�

�
WSSPZ-W CORE EXTRACTABLE BIMETAL 
RTD INTEGRAL TE MPERATURE 
TRANSMITTER 

 
Dial Diameter of 2.4º (60 mm)  
Thread  M16x1.5 
WSSPZ-381W: removable outside thread 
WSSPZ-382W: removable inside thread 
WSSPZ-383W: fixed thread 
Flange 
WSSPZ-384W: flange, please identify 
 
Dial Diameter of 3.9º (100 mm)  
Thread M27x2 
WSSPZ-481W:  removable outside thread 
WSSPZ-482W:  removable inside thread 
WSSPZ-483W:  fixed thread 
Flange 
WSSPZ-484W:  flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSPZ-581W:  removable outside thread 
WSSPZ-582W:  removable inside thread 
WSSPZ-583W:  fixed thread 
Flange 
WSSPZ-584W:  flange, please identify 
 

 

WSSK(E)Z -W CORE EXTRACTABLE BIMETAL T HERMOCOUPLE INTEGRAL  TRANSMITTER 

 
K:  With K styled sheathed thermocouple NiCr-NiSi 
E:   With E styled sheathed thermocouple NiCr-NiCu 
 
Dial Diameter of 2.4º (60 mm)  
Thread  M16x1.5 
WSSK(E)Z -381W: removable outside thread 
WSSK(E)Z -382W: removable inside thread 
WSSK(E)Z-383W: fixed thread 
Flange 
WSSK(E)Z-384W: flange, please identify 
 

 
Dial Diameter of 3.9º (100 mm) 
Thread M27x2 
WSSK(E)Z-481W:  removable outside thread 
WSSK(E)Z-482W:  removable inside thread 
WSSK(E)Z-483W:  fixed thread Flange 
WSSK(E)Z-484W:  flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSK(E)Z-581W:  removable outside thread 
WSSK(E)Z-582W:  removable inside thread 
WSSK(E)Z-583W:  fixed thread 
Flange 
WSSK(E)-Z-584W:  flange, please identify 
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BIMETAL THERMOMETERS 
BACK CONNECTED�

�
WSS-W CORE EXTRACTABLE PROTECTIVE 
BIMETAL T HERMOMETER 
 
Dial Diameter of 2.4º (60 mm)  
Thread  M16x1.5 
WSS-301W: removable outside thread 
WSS-302W: removable inside thread 
WSS-303W: fixed thread 
Flange 
WSS-304W: flange, please identify 
 
Dial Diameter of 3.9º (100 mm)  
Thread M27x2 
WSS-401W:  removable outside thread 
WSS-402W:  removable inside thread 
WSS-403W:  fixed thread 
Flange 
WSS-404W:  flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSS-501W:  removable outside thread 
WSS-502W:  removable inside thread 
WSS-503W:  fixed thread 
Flange 
WSS-504W:  flange, please identify 
 

 

WSSP-W CORE EXTRACTABLE BIMETAL RTD INTEGRALT HERMOMETER  

 
Dial Diameter of 2.4º (60 mm)  
Thread  M16x1.5 
WSSP-301W: removable outside thread 
WSSP-302W: removable inside thread 
WSSP-303W: fixed thread 
Flange 
WSSP-304W: flange, please identify 
 
Dial Diameter of 3.9º (100 mm)  
Thread M27x2 
WSSP-401W:  removable outside thread 
WSSP-402W:  removable inside thread 
WSSP-403W:  fixed thread 
Flange 
WSSP-404W:  flange, please identify 
 

 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSP-501W:  removable outside thread 
WSSP-502W:  removable inside thread 
WSSP-503W:  fixed thread 
Flange 
WSSP-504W:  flange, please identify 

 

�
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BIMETAL THERMOMETERS  
BACK CONNECTED�

 
WSSK(E) -W CORE EXTRACTABLE BIMETAL 
THERMOCOUPLE INTEGRAL 
THERMOMETER 
 
K:  With K styled sheathed thermocouple NiCr-NiSi 
E:   With E styled sheathed thermocouple NiCr-NiCu 
 
Dial Diameter of 2.4” (60 mm)  
Thread  M16x1.5 
WSSK(E) -301W: removable outside thread 
WSSK(E) -302W: removable inside thread 
WSSK(E) -303W: fixed thread 
Flange 
WSSK(E)-304W: flange, please identify 
 
Dial Diameter of 3.9” (100 mm)  
Thread M27x2 
WSSK(E)-401W:  removable outside thread 
WSSK(E)-402W:  removable inside thread 
WSSK(E)-403W:  fixed thread Flange 
WSSK(E)-404W:  flange, please identify 
 
Dial Diameter of  5.9” (150 mm)  
Thread M27x2 
WSSK(E)-501W:  removable outside thread 
WSSK(E)-502W:  removable inside thread 
WSSK(E)-503W:  fixed thread 
Flange 
WSSK(E)-504W:  flange, please identify 
 

 

�
�
�
�
�
�
�
�
�
�
�
�
�
�
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BIMETAL THERMOMETERS WITH TEMPERATURE TRANSMITTERS 
BACK CONNECTED�

�
WSSPZ-W CORE EXTRACTABLE BIMETAL 
RTD INTEGRAL TEMPERATURE 
TRANSMITTER 

 
Dial Diameter of 2.4º (60 mm)  
Thread  M16x1.5 
WSSPZ-301W: removable outside thread 
WSSPZ-302W: removable inside thread 
WSSPZ-303W: fixed thread 
Flange 
WSSPZ-304W: flange, please identify 
 
Dial Diameter of 3.9º (100 mm)  
Thread M27x2 
WSSPZ-401W:  removable outside thread 
WSSPZ-402W:  removable inside thread 
WSSPZ-403W:  fixed thread 
Flange 
WSSPZ-404W:  flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSPZ-501W:  removable outside thread 
WSSPZ-502W:  removable inside thread 
WSSPZ-503W:  fixed thread 
Flange 
WSSPZ-504W:  flange, please identify 
 

 

�
 
WSSK(E)Z -W CORE EXTRACTABLE BIMETAL THERMOCOUPLE INTEGRAL TRANSMITTER 

K:  With K styled sheathed thermocouple NiCr-NiSi 
E:   With E styled sheathed thermocouple NiCr-NiCu 
 
Dial Diameter of 2.4º (60 mm)  
Thread  M16x1.5 
WSSK(E)Z -301W: removable outside thread 
WSSK(E)Z -302W: removable inside thread 
WSSK(E)Z -303W: fixed thread 
Flange 
WSSK(E)Z- 304W: flange, please identify 
 
 

 
Dial Diameter of 3.9º (100 mm)  
Thread M27x2 
WSSK(E)Z-401W:  removable outside thread 
WSSK(E)Z-402W:  removable inside thread 
WSSK(E)Z-403W:  fixed thread Flange 
WSSK(E)Z-404W:  flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSK(E)Z-501W:  removable outside thread 
WSSK(E)Z-502W:  removable inside thread 
WSSK(E)Z-503W:  fixed thread 
Flange 
WSSK(E)Z-504W:  flange, please identify 
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BIMETAL THERMOMETERS 
BOTTOM CONNECTED�

�
WSS-W CORE EXTRACTABLE PROTECTIVE 
BIMETAL T HERMOMETER 
 
Dial Diameter of 2.4º (60 mm)  
Thread  M16x1.5 
WSS-311W: removable outside thread 
WSS-312W: removable inside thread 
WSS-313W: fixed thread 
Flange 
WSS-314W: flange, please identify 
 
Dial Diameter of 3.9º (100 mm)  
Thread M27x2 
WSS-411W:  removable outside thread 
WSS-412W:  removable inside thread 
WSS-413W:  fixed thread 
Flange 
WSS-414W:  flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSS-511W:  removable outside thread 
WSS-512W:  removable inside thread 
WSS-513W:  fixed thread 
Flange 
WSS-514W:  flange, please identify 
 

 

WSSP-W CORE EXTRACTABLE BIMETAL RTD INTEGRALT HERMOMETER  

 
Dial Diameter of 2.4º (60 mm)  
Thread  M16x1.5 
WSSP-311W: removable outside thread 
WSSP-312W: removable inside thread 
WSSP-313W: fixed thread 
Flange 
WSSP-314W: flange, please identify 
 
Dial Diameter of 3.9º (100 mm)  
Thread M27x2 
WSSP-411W:  removable outside thread 
WSSP-412W:  removable inside thread 
WSSP-413W:  fixed thread 
Flange 
WSSP-414W:  flange, please identify 
 

 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSP-511W:  removable outside thread 
WSSP-512W:  removable inside thread 
WSSP-513W:  fixed thread 
Flange 
WSSP-514W:  flange, please identify 
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�
BIMETAL THERMOMETERS 

BOTTOM CONNECTED�
 

WSSK(E)Z -W CORE EXTRACTABLE BIMETAL THERMOCOUPLE INTEGRAL THERMOMETER 

 
K:  With K styled sheathed thermocouple NiCr-NiSi 
E:   With E styled sheathed thermocouple NiCr-NiCu 
 
Dial Diameter of 2.4º (60 mm)  
Thread  M16x1.5 
WSSK(E) -311W: removable outside thread 
WSSK(E) -312W: removable inside thread 
WSSK(E) -313W: fixed thread 
Flange 
WSSK(E)-314W: flange, please identify 
 
 
 

 
 
 
 
Dial Diameter of 3.9º (100 mm)  
Thread M27x2 
WSSK(E)-411W:  removable outside thread 
WSSK(E)-412W:  removable inside thread 
WSSK(E)-413W:  fixed thread Flange 
WSSK(E)-414W:  flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSK(E)-511W:  removable outside thread 
WSSK(E)-512W:  removable inside thread 
WSSK(E)-513W:  fixed thread 
Flange 
WSSK(E)-514W:  flange, please identify 

�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
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BIMETAL THERMOMETER WITH TEMPERATURE TRANSMITTERS 
BOTTOM CONNECTED�

�
WSSPZ-W CORE EXTRACTABLE BIMETAL RTD INTEGRAL TEMPERATURE TRANSMITTER 

 
 

Dial Diameter of 2.4º (60 mm)  
Thread  M16x1.5 
WSSPZ-311W: removable outside thread 
WSSPZ-312W: removable inside thread 
WSSPZ-313W: fixed thread 
Flange 
WSSPZ-314W: flange, please identify 
 
 
 

 
 
Dial Diameter of 3.9º (100 mm)  
Thread M27x2 
WSSPZ-411W:  removable outside thread 
WSSPZ-412W:  removable inside thread 
WSSPZ-413W:  fixed thread 
Flange 
WSSPZ-414W:  flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSPZ-511W:  removable outside thread 
WSSPZ-512W:  removable inside thread 
WSSPZ-513W:  fixed thread 
Flange 
WSSPZ-514W:  flange, please identify 
 

�
WSSK(E)Z -W CORE EXTRACTABLE BIMETAL THERMOCOUPLE INTEGRAL  TRANSMITTER 

K:  With K styled sheathed thermocouple NiCr-NiSi 
E:   With E styled sheathed thermocouple NiCr-NiCu 
 
Dial Diameter of 2.4º (60 mm)  
Thread  M16x1.5 
WSSK(E)Z -311W: removable outside thread 
WSSK(E)Z -312W: removable inside thread 
WSSK(E)Z -313W: fixed thread 
Flange 
WSSK(E)Z- 314W: flange, please identify 

 
 
 
Dial Diameter of 3.9º (100 mm)  
Thread M27x2 
WSSK(E)Z-411W:  removable outside thread 
WSSK(E)Z-412W:  removable inside thread 
WSSK(E)Z-413W:  fixed thread Flange 
WSSK(E)Z-414W:  flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSK(E)Z-511W:  removable outside thread 
WSSK(E)Z-512W:  removable inside thread 
WSSK(E)Z-513W:  fixed thread 
Flange 
WSSK(E)Z-514W:  flange, please identify 

�
�
�
�
�
�
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GEAR STYLE BIMETAL THERMOMETERS WITH ELECTRO SWITCH 
ADJUSTABLE ANGLE�

 
WSSX -W GEAR STYLE CORE-
EXTRACTABLE PROTECTIVE BIMETAL 
THERMOMETER WITH ELECTRICAL 
SWITCH 
 
Dial Diameter of 2.4º (60 mm)  
Thread  M16x1.5 
 
(1-3) indicates with: 
1. Upper & Lower Setting 
2. Dual Upper Limit Setting 
3. Dual Lower Limit Setting 
Please specify when ordering. 
 
WSSX-481W(1-3): removable outside thread 
WSSX-482W(1-3): removable inside thread 
WSSX-483W(1-3): fixed thread 
Flange 
WSSX-484W(1-3): flange, please identify 
 

 

 

 
WSSXP-W GEAR STYLE CORE-
EXTRACTABLE PROTECTIVE BIMETAL RTD 
INTEGRAL T HERMOMETER WITH 
ELECTRICAL SWITCH 
 
Dial Diameter of 2.4º (60 mm)  
Thread  M16x1.5 
 
(1-3) indicates with: 
1. Upper & Lower Setting 
2. Dual Upper Limit Setting 
3. Dual Lower Limit Setting 
Please specify when ordering. 
 
WSSXP-481W(1-3): removable outside thread 
WSSXP-482W(1-3): removable inside thread 
WSSXP-483W(1-3): fixed thread 
Flange 
WSSXP-484W(1-3): flange, please identify 
 

WSSXK(E)Z -W GEAR STYLE BIMETAL 
THERMOCOUPLE INTEGRAL WITH 
ELECTRICAL SWITCH 
 
Dial Diameter of 2.4º (60 mm)  
Thread  M16x1.5 
 
K:  With K styled sheathed thermocouple NiCr-NiSi 
E:   With E styled sheathed thermocouple NiCr-NiCu 
 
(1-3) indicates with: 
1. Upper & Lower Setting 
2. Dual Upper Limit Setting 
3. Dual Lower Limit Setting 
Please specify when ordering. 
 
WSSXK(E)-481W(1-3): removable outside thread 
WSSXK(E)-482W(1-3): removable inside thread 
WSSXK(E)-483W(1-3): fixed thread 
Flange 
WSSXK(E)-484W(1-3): flange, please identify 
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GEAR STYLE BIMETAL TEMPERATURE WITH TRANSMITTERS  

AND ELECTRO SWITCH 
ADJUSTABLE ANGLE�

 
WSSXPZ-W GEAR STYLE BIMETAL RTD INTEGRAL TE MPERATURE TRANSMITTER WITH 

ELECTRICAL SWITCH 
 
Dial Diameter of 2.4º (60 mm)  
Thread  M16x1.5 
 
(1-3) indicates with: 
1. Upper & Lower Setting 
2. Dual Upper Limit Setting 
3. Dual Lower Limit Setting 
Please specify when ordering. 
 
WSSXPZ-481W(1-3): removable outside thread 
WSSXPZ-482W(1-3): removable inside thread 
WSSXPZ-483W(1-3): fixed thread 
Flange 
WSSXPZ-484W(1-3): flange, please identify 
Picutres 
 

WSSXK(E)Z -W GEAR STYLE BIMETAL T HERMOCOUPLE INTEGRAL TE MPERATURE 
TRANSMITTER WITH ELECTRICAL SWITCH 

 
Dial Diameter of 2.4º (60 mm)  
Thread  M16x1.5 
 
K:  With K styled sheathed thermocouple NiCr-NiSi 
E:   With E styled sheathed thermocouple NiCr-NiCu 
 
(1-3) indicates with: 
1. Upper & Lower Setting 
2. Dual Upper Limit Setting 
3. Dual Lower Limit Setting 
Please specify when ordering. 
 
WSSXK(E)Z-481W(1-3): removable outside thread 
WSSXK(E)Z-482W(1-3): removable inside thread 
WSSXK(E)Z-483W(1-3): fixed thread 
Flange 
WSSXK(E)Z-484W(1-3): flange, please identify 
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GEAR STYLE BIMETAL THERMOMETERS WITH ELECTRO SWITCH 
BACK CONNECTED�

 
WSSX -W GEAR STYLE CORE-
EXTRACTABLE PROTECTIVE BIMETAL 
THERMOMETER WITH ELECTRICAL 
SWITCH 
 
Dial Diameter of  3.9” (100 mm)  
Thread  M27x2 
 
(1-3) indicates with: 
1. Upper & Lower Setting 
2. Dual Upper Limit Setting 
3. Dual Lower Limit Setting 
Please specify when ordering. 
 
WSSX-401W(1-3): removable outside thread 
WSSX-402W(1-3): removable inside thread 
WSSX-403W(1-3): fixed thread 
Flange 
WSSX-404W(1-3): flange, please identify 
 

 
 
 
 

 

 
GEAR STYLE BIMETAL THERMOMETERS WITH ELECTRO SWITCH 

 TYPE:  BOTTOM CONNECTED�
�

WSSX -W GEAR STYLE CORE-
EXTRACTABLE PROTECTIVE BIMETAL 
THERMOMETER WITH ELECTRICAL 
SWITCH 
 
Dial Diameter of  5.91” (150 mm)  
Thread  M27x2 
 
(1-3) indicates with: 
1. Upper & Lower Setting 
2. Dual Upper Limit Setting 
3. Dual Lower Limit Setting 
Please specify when ordering. 
 
WSSX-411W(1-3): removable outside thread 
WSSX-412W(1-3): removable inside thread 
WSSX-413W(1-3): fixed thread 
Flange 
WSSX-414W(1-3): flange, please identify 
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�
EXPLOSION - PROOF GEAR STYLE BIMETAL THERMOMETERS WITH ELECTRO 

SWITCH 
TYPE:  ADJUSTABLE ANGLE 

(If it is intrinsically safe type, the symbol is “i”, i.e. WSSX-i.)�
�

WSSX –B EXPLOSION-PROOF GEAR STYLE 
CORE-EXTRACTABLE PROTECTIVE 
BIMETAL THERMOMETER WITH 
ELECTRICAL SWITCH 
 
Dial Diameter of  2.36” (60 mm)  
Thread  M16x1.5 
 
(1-3) indicates with: 
1. Upper & Lower Setting 
2. Dual Upper Limit Setting 
3. Dual Lower Limit Setting 
Please specify when ordering. 
 
WSSX-481B(1-3): removable outside thread 
WSSX-482B(1-3): removable inside thread 
WSSX-483B(1-3): fixed thread 
Flange 
WSSX-484B(1-3): flange, please identify 
 

 

 

WSSXP –B EXPLOSION-PROOF BIMETAL 
RTD INTEGRAL THERMOMETER WITH 
ELECTRICAL SWITCH 
 
Dial Diameter of  2.36” (60 mm)  
Thread  M16x1.5 
 
(1-3) indicates with: 
1. Upper & Lower Setting 
2. Dual Upper Limit Setting 
3. Dual Lower Limit Setting 
Please specify when ordering. 
 
WSSXP-481B(1-3): removable outside thread 
WSSXP-482B(1-3): removable inside thread 
WSSXP-483B(1-3): fixed thread 
Flange 
WSSXP-484B(1-3): flange, please identify 
 

WSSXK(E) –B EXPLOSION-PROOF BIMETAL 
THERMOCOUPLE INTEGRAL 
THERMOMETER WITH ELECTRICAL 
SWITCH 
 
Dial Diameter of  2.36” (60 mm)  
Thread  M16x1.5 
 
(1-3) indicates with: 
1. Upper & Lower Setting 
2. Dual Upper Limit Setting 
3. Dual Lower Limit Setting 
Please specify when ordering. 
 
WSSXK(E)-481B(1-3): removable outside thread 
WSSXK(E)-482B(1-3): removable inside thread 
WSSXK(E)-483B(1-3): fixed thread 
Flange 
WSSXK(E)-484B(1-3): flange, please identify 
 

 
 
 

�
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�
EXPLOSION - PROOF GEAR STYLE TEMPERATURE TRANSMITTERS WITH 

ELECTRO SWITCH 
TYPE:  ADJUSTABLE ANGLE 

 
(If it is intrinsically safe type, the symbol is “i”, that is WSSX-i.)�

WSSXPZ –B EXPLOSION-PROOF BIMETAL 
RTD INTEGRAL TEMPERATURE 
TRANSMITTER WITH ELECTRICAL SWITCH 
 
Dial Diameter of  2.36º (60 mm)  
Thread  M16x1.5 
 
(1-3) indicates with: 
1. Upper & Lower Setting 
2. Dual Upper Limit Setting 
3. Dual Lower Limit Setting 
Please specify when ordering. 
 
WSSXPZ-481B(1-3): removable outside thread 
WSSXPZ-482B(1-3): removable inside thread 
WSSXPZ-483B(1-3): fixed thread 
Flange 
WSSXPZ-484B(1-3): flange, please identify 
 

 

 

 
WSSXK(E)Z –B EXPLOSION-PROOF BIMETAL 
THERMOCOUPLE INTEGRAL 
TEMPERATURE TRANSMITTER WITH 
ELECTRICAL SWITCH 
 
Dial Diameter of  2.36º (60 mm)  
Thread  M16x1.5 
 
(1-3) indicates with: 
1. Upper & Lower Setting 
2. Dual Upper Limit Setting 
3. Dual Lower Limit Setting 
Please specify when ordering. 
 
WSSXK(E)Z-481B(1-3): removable outside thread 
WSSXK(E)Z-482B(1-3): removable inside thread 
WSSXK(E)Z-483B(1-3): fixed thread 
Flange 
WSSXK(E)Z-484B(1-3): flange, please identify 
 

 

 

 
 
 
 



 24 

�
EXPLOSION - PROOF GEAR STYLE BIMETAL THERMOMETERS WITH ELECTRO 

SWITCH 
TYPE:  BOTTOM CONNECTED 

(If it is intrinsically safe type, the symbol is “i”, i.e. WSSX-i.) 
�

WSSX ±B EXPLOSION-PROOF GEAR STYLE 
CORE-EXTRACTABLE PROTECTIVE 
BIMETAL T HERMOMETER WITH 
ELECTRICAL SWITCH 
 
Dial Diameter of  3.94º (100 mm)  
Thread  M27x2 
 
(1-3) indicates with: 
1. Upper & Lower Setting 
2. Dual Upper Limit Setting 
3. Dual Lower Limit Setting 
Please specify when ordering. 
 
WSSX-411B(1-3): removable outside thread 
WSSX-412B(1-3): removable inside thread 
WSSX-413B(1-3): fixed thread 
Flange 
WSSX-414B(1-3): flange, please identify 
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FLAME-PROOF BIMETAL THERMOMETERS 
BACK CONNECTED 

�
WSS-B CORE EXTRACTABLE PROTECTIVE 
FLAME PROOF BIMETAL T HERMOMETER 
 
Dial Diameter of 3.94º (100 mm)  
Thread  M27x2 
WSS-401B: removable outside thread 
WSS-402B: removable inside thread 
WSS-403B: fixed thread 
Flange 
WSS-404B: flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSS-501B:  removable outside thread 
WSS-502B:  removable inside thread 
WSS-503B:  fixed thread 
Flange 
WSS-504B:  flange, please identify 
 

 

 
WSSP-B CORE EXTRACTABLE PROTECTIVE 
FLAME PROOF BIMETAL RTD INTEGRAL 
THERMOMETER 
 
Dial Diameter of 3.94º (100 mm)  
Thread  M27x2 
WSSP-401B: removable outside thread 
WSSP-402B: removable inside thread 
WSSP-403B: fixed thread 
Flange 
WSSP-404B: flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSP-501B:  removable outside thread 
WSSP-502B:  removable inside thread 
WSSP-503B:  fixed thread 
Flange 
WSSP-504B:  flange, please identify 
 
 

WSSK(E)-B CORE EXTRACTABLE 
PROTECTIVE FLAME PROOF BIMETAL 
THERMOCOUPLE INTEGRAL 
THERMOMETER 
 
K:  With K styled sheathed thermocouple NiCr-NiSi 
E:   With E styled sheathed thermocouple NiCr-NiCu 
 
Dial Diameter of 3.94º (100 mm)  
Thread  M27x2 
WSSK(E)-401B: removable outside thread 
WSSK(E)-402B: removable inside thread 
WSSK(E)-403B: fixed thread 
Flange 
WSSK(E)-404B: flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSK(E)-501B:  removable outside thread 
WSSK(E)-502B:  removable inside thread 
WSSK(E)-503B:  fixed thread 
Flange 
WSSK(E)-504B:  flange, please identify 
 

�
�
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�
FLAME-PROOF BIMETAL THERMOMETER WITH TEMPERATURE 

TRANSMITTERS 
TYPE:  BACK CONNECTED�

�
WSSPZ-B CORE EXTRACTABLE 
PROTECTIVE FLAME PROOF BIMETAL RTD 
INTEGRAL TE MPERATURE TRANSMII TER 
 
Dial Diameter of 3.94º (100 mm)  
Thread  M27x2 
WSSPZ-401B: removable outside thread 
WSSPZ-402B: removable inside thread 
WSSPZ-403B: fixed thread 
Flange 
WSSPZ-404B: flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSPZ-501B:  removable outside thread 
WSSPZ-502B:  removable inside thread 
WSSPZ-503B:  fixed thread 
Flange 
WSSPZ-504B:  flange, please identify 

�
�

�
WSSK(E)Z-B CORE EXTRACTABLE FLAME PROOF BIMETAL T HERMOCOUPLE INTEGRAL 

TEMPERATURE TRANSMII TER�

K:  With K styled sheathed thermocouple NiCr-NiSi 
E:   With E styled sheathed thermocouple NiCr-NiCu 
 
Dial Diameter of 3.94º (100 mm)  
Thread  M27x2 
WSSK(E)Z-401B: removable outside thread 
WSSK(E)Z-402B: removable inside thread 
WSSK(E)Z-403B: fixed thread 
Flange 
WSSK(E)Z-404B: flange, please identify�

 
 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSK(E)Z-501B:  removable outside thread 
WSSK(E)Z-502B:  removable inside thread 
WSSK(E)Z-503B:  fixed thread 
Flange 
WSSK(E)Z-504B:  flange, please identify�
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FLAME-PROOF BIMETAL THERMOMETERS 
BACK CONNECTED�

�
WSS-B CORE EXTRACTABLE PROTECTIVE 
FLAME PROOF BIMETAL T HERMOMETER 
 
Dial Diameter of 3.94º (100 mm)  
Thread  M27x2 
WSS-401B: removable outside thread 
WSS-402B: removable inside thread 
WSS-403B: fixed thread 
Flange 
WSS-404B: flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSS-501B:  removable outside thread 
WSS-502B:  removable inside thread 
WSS-503B:  fixed thread 
Flange 
WSS-504B:  flange, please identify 
 

 

 
WSSP-B CORE EXTRACTABLE PROTECTIVE 
FLAME PROOF BIMETAL RTD INTEGRAL 
THERMOMETER 
 
Dial Diameter of 3.94º (100 mm)  
Thread  M27x2 
WSSP-401B: removable outside thread 
WSSP-402B: removable inside thread 
WSSP-403B: fixed thread 
Flange 
WSSP-404B: flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSP-501B:  removable outside thread 
WSSP-502B:  removable inside thread 
WSSP-503B:  fixed thread 
Flange 
WSSP-504B:  flange, please identify 
 
 

WSSK(E)-B CORE EXTRACTABLE 
PROTECTIVE FLAME PROOF BIMETAL 
THERMOCOUPLE INTEGRAL 
THERMOMETER 
 
K:  With K styled sheathed thermocouple NiCr-NiSi 
E:   With E styled sheathed thermocouple NiCr-NiCu 
 
Dial Diameter of 3.94º (100 mm)  
Thread  M27x2 
WSSK(E)-401B: removable outside thread 
WSSK(E)-402B: removable inside thread 
WSSK(E)-403B: fixed thread 
Flange 
WSSK(E)-404B: flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSK(E)-501B:  removable outside thread 
WSSK(E)-502B:  removable inside thread 
WSSK(E)-503B:  fixed thread 
Flange 
WSSK(E)-504B:  flange, please identify 
 

�
�
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FLAME-PROOF BIMETAL THERMOMETER WITH TEMPERATURE 

TRANSMITTERS 
TYPE:  BACK CONNECTED�

�
WSSPZ-B CORE EXTRACTABLE 
PROTECTIVE FLAME PROOF BIMETAL RTD 
INTEGRAL TE MPERATURE TRANSMII TER 
 
Dial Diameter of 3.94º (100 mm)  
Thread  M27x2 
WSSPZ-401B: removable outside thread 
WSSPZ-402B: removable inside thread 
WSSPZ-403B: fixed thread 
Flange 
WSSPZ-404B: flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSPZ-501B:  removable outside thread 
WSSPZ-502B:  removable inside thread 
WSSPZ-503B:  fixed thread 
Flange 
WSSPZ-504B:  flange, please identify 

�
�

�
WSSK(E)Z-B CORE EXTRACTABLE FLAME PROOF BIMETAL T HERMOCOUPLE INTEGRAL 

TEMPERATURE TRANSMII TER�

 
K:  With K styled sheathed thermocouple NiCr-NiSi 
E:   With E styled sheathed thermocouple NiCr-NiCu 
 
Dial Diameter of 3.94º (100 mm)  
Thread  M27x2 
WSSK(E)Z-401B: removable outside thread 
WSSK(E)Z-402B: removable inside thread 
WSSK(E)Z-403B: fixed thread 
Flange 
WSSK(E)Z-404B: flange, please identify 
�

 
 
 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSK(E)Z-501B:  removable outside thread 
WSSK(E)Z-502B:  removable inside thread 
WSSK(E)Z-503B:  fixed thread 
Flange 
WSSK(E)Z-504B:  flange, please identify�
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FLAME-PROOF BIMETAL THERMOMETERS 
BOTTOM CONNECTED�

�
WSS-B CORE EXTRACTABLE PROTECTIVE 
FLAME PROOF BIMETAL T HERMOMETER 
 
Dial Diameter of 3.94º (100 mm)  
Thread  M27x2 
WSS-411B: removable outside thread 
WSS-412B: removable inside thread 
WSS-413B: fixed thread 
Flange 
WSS-414B: flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSS-511B:  removable outside thread 
WSS-512B:  removable inside thread 
WSS-513B:  fixed thread 
Flange 
WSS-514B:  flange, please identify 
 

 

 
WSSP-B CORE EXTRACTABLE PROTECTIVE 
FLAME PROOF BIMETAL RTD INTEGRAL 
THERMOMETER 
 
Dial Diameter of 3.94º (100 mm)  
Thread  M27x2 
WSSP-411B: removable outside thread 
WSSP-412B: removable inside thread 
WSSP-413B: fixed thread 
Flange 
WSSP-414B: flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSP-511B:  removable outside thread 
WSSP-512B:  removable inside thread 
WSSP-513B:  fixed thread 
Flange 
WSSP-514B:  flange, please identify 
 
 

WSSK(E)-B CORE EXTRACTABLE 
PROTECTIVE FLAME PROOF BIMETAL 
THERMOCOUPLE INTEGRAL 
THERMOMETER 
 
K:  With K styled sheathed thermocouple NiCr-NiSi 
E:   With E styled sheathed thermocouple NiCr-NiCu 
 
Dial Diameter of 3.94º (100 mm)  
Thread  M27x2 
WSSK(E)-411B: removable outside thread 
WSSK(E)-412B: removable inside thread 
WSSK(E)-413B: fixed thread 
Flange 
WSSK(E)-414B: flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSK(E)-511B:  removable outside thread 
WSSK(E)-512B:  removable inside thread 
WSSK(E)-513B:  fixed thread 
Flange 
WSSK(E)-514B:  flange, please identify 
 

�
�
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�
FLAME-PROOF BIMETAL THERMOMETER WITH TEMPERATURE 

TRANSMITTERS 
TYPE:  BOTTOM CONNECTED�

�
WSSPZ-B CORE EXTRACTABLE 
PROTECTIVE FLAME PROOF BIMETAL RTD 
INTEGRAL TE MPERATURE TRANSMII TER 
 
Dial Diameter of 3.94º (100 mm)  
Thread  M27x2 
WSSPZ-411B: removable outside thread 
WSSPZ-412B: removable inside thread 
WSSPZ-413B: fixed thread 
Flange 
WSSPZ-414B: flange, please identify 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSPZ-511B:  removable outside thread 
WSSPZ-512B:  removable inside thread 
WSSPZ-513B:  fixed thread 
Flange 
WSSPZ-514B:  flange, please identify 

�
�

�
WSSK(E)Z-B CORE EXTRACTABLE FLAME PROOF BIMETAL T HERMOCOUPLE INTEGRAL 

TEMPERATURE TRANSMII TER�

 
K:  With K styled sheathed thermocouple NiCr-NiSi 
E:   With E styled sheathed thermocouple NiCr-NiCu 
 
Dial Diameter of 3.94º (100 mm) 
Thread  M27x2 
WSSK(E)Z-411B: removable outside thread 
WSSK(E)Z-412B: removable inside thread 
WSSK(E)Z-413B: fixed thread 
Flange 
WSSK(E)Z-414B: flange, please identify 
 
 

�

 
 
 
 
Dial Diameter of  5.9º (150 mm)  
Thread M27x2 
WSSK(E)Z-511B:  removable outside thread 
WSSK(E)Z-512B:  removable inside thread 
WSSK(E)Z-513B:  fixed thread 
Flange 
WSSK(E)Z-514B:  flange, please identify�

 


